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ABSTRACT 

An experimental Investigation was undertaken to establish the feasibility 
of fluldlc vortex angular rate sensor concepts for application in heli- 
copter and V/STOL aircraft stability augmentation syst« 

Theories of various possible rate sensing devices based on rapid vortex 
flows are presented, with experimental demonstration of the principle 
of one In which the swirl flow axis lags behind the chamber axis when 
the chamber Is rotated about a line perpendicular to its axis.  Two 
modifications yielded sensitivities less than ultimately desired, by 
factors on the order of 2000 and 200. Observations on the flow pattern 
In jets emerging from a pair of concentric vortex chamber« showed that 
the concept of the vortex axis Jet angular rate sensor (VAJARS) discussed 
theoretically In a previous feasibility study would have to ovsrcom« 
problems created by turbulence and flow reversal along the axis. An 
attempt was made to demonstrate a device of high theoretical sensitivity. 
In which a cylindrical core supported on an axis psrpandiculsr to the 
core axis is subjected to a torque due to the pressure gradient gen- 
erated in an annular passage by Coriolis forces. Noise due to turbulencs, 
as well as Instability in the position of the core, was s probl« that 
Is believed to be possible to overcome. 

Theoretical discussions are also given of a gyroscope in which the fluid 
stream Is the rotor, and of the deflection of the jet emsrglac fro« s 
swirl chamber subjected to an angular rat«. A flow rat« «enaor based 
on the Iodine-iodide redox system waa demonstrated, in an attempt to 
develop a velocity probe.  Sensitivity w«s an order of magnltud« too 
high for the present flow studies. 
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INTRODUCTION 

This report gives the results of a feasibility and experimental study 
of the vortex axis jet angular rate sensor. 

The need for an angular rate sensor arises In connection with fluldlc 
stability augmentation systems for helicopters and V/STOL aircraft. 
As a guideline. It was assumed that variations In the angular rate at 
frequencies up to 10 cps have to be detected, and chat the sensitivity 
sought for the rate sensor Is 0.05 deg/sec. 



VAJARS CONCEPT 

The  principle of  the vortex axis jet angular rate sensor  (VAJARS)  con- 
cept is  illustrated in Figure 1.    A straight small-diameter vortex is 
provided along the axis of a large-diameter jet, which protects the 
vortex from disturbances due to entrainment of the surrounding quiescent 
fluid.     The vortex passes between a pair of sensing elements that are 
placed in the potential flow field just outside  the vortex core. 

QUIESCENT FLUID 

MIXING   REGION 

NONROTATING  JET 

Jtr-rrrrT:   ZgSgM 
-.: :.•'■ ■ •< ■'.    •■ v '••'■':•■ • 

SCREEN OR 
ORIFICE   PLAT 

VORTEX   CORE 

TO   FLUID AMPLIFIER 

Figure  1.     Principle of VAJARS. 

Coriolis deflection of  the jet and vortex causes a velocity differential 
at   the sensing elements.     Possible sensing elements are fluid amplifier 
control ports or hot-wire anemometer probes.     An intended advantage over 
the ordinary jet-type rate sensor is that the rotational velocity can be 
made much higher  than the linear drift velocity,   leading theoretically 
to higher sensitivity. 



EXPERIMENTAL ARRANGEMENT 

Preliminary experiments were performed in a rectangular aluminum test 
tank that was 2 feet wide, 2 feet deep, and 6 feet long. One 6-foot-
long face was of Plexiglas, permitting flow visualization. 

Figure 2 shows the concentric vortex chambers used in the preliminary 
experiments and Figure 3 shows the major component parts. Part (a) has 
an inner groove into which part (c) fits. Nonrotating flow can enter 
from under the deflecting plate at the center of part (a). Flow enter-
ing between the two grooves of part (a) goes through the slots in part 
(c) to produce rotation in the flow emerging from the tube of part (d). 
Part (d) fits into the outer groove of part (b), thus dividing part 
(a) into two plenums, the outer one supplying the flow for part (b). 
In addition to four holes that admit nonrotating flow to part (b), 
part (a) also has provision for tangential inlet flows with a choice 
of rotation in either direction. As an indication of size, the external 
tube in part (b) projects 5-1/2 inches. 

The vortex chamber apparatus was supported in the test tank with the 
chamber axis horizontal, so that the chamber could be rotated manually 
about a vertical axis. For most of the preliminary observations, the 
chamber was submerged. For a few observations, the water level in the. 
test tank was lowered so that the chamber was not submerged. Water was 
pumped into the vortex chamber inlets and out of the test tank. 

Flow visualization was accomplished in three ways: 

1. The entire system contained phenolphthalein solution, an acid-
base indicator that is red in alkaline solutions and colorless 
in neutral or acid solutions. The inlet water for the axial 
jet was saturated with calcium hydroxide, and was therefore red. 
The water in the tank was neutral or slightly acidified with 
hydrochloric acid. The red axial jet was clearly visible, and 
disappeared as it mixed with the surrounding fluid. 

2. Air bubbles entrained in 
of flow. 

3. A short length of thread 
tion of the direction of 
jet after it entered the 

One version of the vortex chamber 
connected to manometers. 

the outer jet gave a visual indication 

on the end of a needle gave an indica-
the flow velocity at any point in the 
tank. 

had pressure-sensing ports which were 

A simple rate table was constructed with two levels. The lower level 
supported the water pump, and the upper level shown in Figure 4 supported 
the device under test as well as a surge tank. In some observations, the 
air pressure above the water in the surge tank was varied. The rate 
table is reversible, and its minimum speed is about ten times the 0.05 

3 



Figure 2. Concentric Vortex Chambers. 
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Figure 3. Component Parts of Concentric Vortex Chambers 



Figure 4. Upper Level of Rate Table 



deg/sec rate which is ultimately desired.    Hi« r«MOtt for  thi9 «•• that 
Che Inmedlate objective was Co daaonstrat« a principle of operatloa. 
For some tests, a pressure transducer waa connected to one output port 
of Che device under cesc and signals uere displayed hy Mana of a strip 
chare recorder. 



IODINE VELOCITY PROBE 

It was thought that a velocity probe based on the lodlne-iodide redox 
system would be useful In the VAJARS study.  By using a suitable solu- 
tion as the fluid, an electrical current would be observed that is a 
calibrated function of the flow velocity past the probe. 

The following experiment, for which background information is given in 
Reference 2, was performed by P. M. W. Nave. The electrolytic solution 
contained 0.05 n KI and 0.001 n I„.  Figure 5 shows the experimental 

arrangement, and Figure 6 shows the calibration curve that was obtained. 
The presence of an electrical current with zero flow velocity is con- 
sistent with the following theory: 

Provided the applied potential stays below the decomposition potential 
of water (^1.0 V), only the following reaction can take place: 

I~ + 2e J 3I~ 

Since there are many more I Ions available than I„ ions, the cathodlc 

reaction is the current limiting process.  In the absence of convective 
flow, the diffusion of I- is rate determining because the current is pro- 

portional to D 3c/?*x, where D is the diffusion constant and c is the con- 
centration of I_.  The steady-state current in the absence of flow is 

determined by the distance between the two electrodes.  If a fairly strong 
flow is suddenly shut off, the approximately spherical diffusion about 
the small cathode determines an average 3c/3x and thus the zero flow cur- 
rent.  The zero flow current given in Figure 6 should be understood in 
this sense. 

The measurements were taken with a graduated cylinder and a stop watch. 
Measured liquid volumes were between 15 and 20 ml. 

The flow velocities that could be detected were an order of magnitude 
smaller than the velocities of interest for present purposes.  Although 
there are other applications for which a further development would be 
of value, effort under the current project was discontinued. 



SOLUTION SOLUTION: 
SUPPLY 0.05 n KI s 8.301 g/i 

0.001 nl2=: 0.1269«/! 

MARK UP TO WHICH VESSEL 
WAS  KEPT   FILLED 

BATTERY 

H +    1.5V     - 

soon     scon 

ANODE 

CATHODE 

HEWLETT- PACKARD 
/iA - METER 

1 STOP WATCH 

25mi 
H GRADUATED 

CYLINDER 

Figure 5.    Electrolytic Flowmeter. 

9 



> 

500 

ELECTROLYTIC FLOWMETER 
CALIBRATION CURVE 
SOLUTION: 0.05 n KI 

0.001 n I , 

4 0 0 

3 0 0 

UJ 

200 

100 

CURRENT ( / tA) 

Figure 6. Electrolytic Flowmeter Calibration. 
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OBSERVATIONS WITH CONCENTRIC VORTEX CHAMBERS 

Various observations were made in which the variables included axial and 
outer jet flow rates and rotation rates. The results are summarized as 
follows: 

1. When the jet was not submerged (i.e., when the water level in 
the tank was low) and the outer jet was rotated, centrifugal 
force caused the jet to fan out over a conical surface as the 
jet emerged. 

2. With or without rotation of the submerged outer jet, the axial 
jet mixed rapidly with the surrounding fluid. 

3. The axial velocity of the axial jet exceeded its rotational 
velocity, indicating the need to modify the method of producing 
rotation. The outer jet could be made to rotate much more 
strongly, indicating that the required modification is possible. 

The blunt end of the plastic tube from which the outer jet emerged was 
thought to create a turbulent wake. The end of the tube was therefore 
tapered. 

The parts for generating the axial flow were removed, in order to study 
the outer jet alone. A hypodermic tube along the axis was used to inject 
red alkaline solution. Axial fluid rapidly mixed with the rotating jet. 
Furthermore, rotation of the jet caused a local flow reversal along the 
axis near the end of the plastic tube, as indicated by air bubbles 
trapped along the axis by the combination of the reversed flow and cen-
trifugal forces. 

A tube, connected to the outlet of the tank, was supported coaxially with 
the jet and held at various distances from the end of the plastic tube. 
When the movable exhaust tube was held sufficiently close to the plastic 
tube, air bubbles were no longer trapped along the axis of the rotating 
flow. This was the expected result, and is explained by the fact that flow 
reversal (due to low pressure along the axis as a result of centrifugal 
forces) was prevented. Furthermore, air bubbles fed into the stream near 
the axis remained near the axis, indicating that severe mixing did not oc-
cur inside the plastic tube. 

As a result of these observations, attention shifted from the external 
jet flow to flow internal to the plastic tube, leading to the concept of 
the swirl chamber discussed in the following section. 

11 



THEORY OF SWIRL CHAMBER RATE SENSOR 

Consider a cylindrical chamber with tangential inlet flow. Exhaust is 
through an axially located hole in one end plate. The hole is small 
enough so that sufficient pressure is maintained In the chamber to avoid 
cavitatlon. 

Ignoring the axial component of the flow, and also ignoring boundary- 
layer effects on the second end plate (exhaust being through the first 
end plate) as well as shear forces between successive cylindrical layers 
of flow, the swirl flow will be characterized by extremely high circum- 
fervntial velocity near its axis, since v is proportional to 1/r. 

Let the chamber axis be the x axis, and let the z axis be vertical. If 
the chamber is rotated about the z axis, starting from rest at time 
zero, the swirl flow axis will become rotated In the xy plane, making a 
small angle with the chamber axis.  Let il  be the angular velocity of the 
chamber about the z axis, V be the chamber volume, and Q be the volumetric 
flow rate.  The angle between the swirl flow axis and the chamber axis 
will be on the order of 6 - QT, where T - V/Q is the time required to 
replace all the fluid in the chamber with fresh fluid. Assuming that the 
swirl flow axis crosses the chamber axis at the center of the.  chamber, 
the swirl flow axis will be displaced horizontally along the second end 
plat« by 

nvL ei 
8 ■ r - 2Q (i) 

where I. is the length of the chamber. 

If pressure sensing ports are locited at y " + r on the second end plate, 
a pressure difference AP will be obtained between them, since the pres- 
sure at one will rise and at the other will fall by the amount 8(dF/dr), 
so Lhat 

AP - 2s 
dP 
dr 

(2) 

Since v - (v )R/r, where v is v at radius R, we have 

dr  dr I2g 
«£ - «L |£v:| . £_ VJ  R2 d 

2g R dr 
'1 ^ 

2 D2 

n 
vn R 

8  ,3 
(3) 

AP - 

2 2      2 2 
2pvR R s  pvRVnVL 

gr' 
3 

gr Q 
(4) 
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3 
Assuming the following values, p - 50 lb/ft ,  v    - 6 ft/sec,  R • 0,1 ft, 

-3 3 
fi - 0.05 deg/aec - 0.87 x 10     rad/sec, L - 0.5 ft, Q - 0.15 ft /sec, and 

-3 r ■ 5 x 10      ft  (separation between pressure taps ■ approx.   1/8 in.), we 
obtain the following results: 

v - 0.0157 ft3,   T ■ 0.105 sec, and AP - 1.4 psi. (5) 

T represents a tolerable time lag and AP is an easily detected pressure 
difference. 

The foregoing  theory neglects the effect of shear on the flow pattern. 
The following analysis shows that for sufficiently high Reynolds number, 
the effect of shear on a two-dimensional swirl flow is negligible.    Al- 
though the analysis does not take account of boundary-layer effects at 
the end plates,  or the effect of axial flow components,  the result encour- 
aged construction of an experimental swirl chamber. 

With cylindrical polar coordinates,   consider a section of the cylindrical 
chamber with one unit of length in the z direction.    Let u and v be 
radially Inward and tangential velocity components,  respectively. 

For the region within the circle of radius r,  there is an inflow of 
angular momentum from two sources: 

1. Convective Inflow at the rate  (mass flow rate). (Angular momen- 
tum per unit pass) 

- (PQ)  (rv) (6) 

where Q ■ 27rru ■ total volumetric flow rate (per unit of 
*). (7) 

2. Torque due to shear ■ (total shear force)*  (Lever arm) (8) 

The shear rate would be zero between layers at r and r + dr if dv were 

v+dv 
(9) 

equal to dv , where 

0  „   V 
r+dr       r 

The shear rate is therefore 

dv-dv         . o      dv o _ dv 
dr dr     dr       dr 

v d    rv   r ?-'3?© <"> 
Multiplying by 27rru to obtain the total shear force around the circum- 
ference at radius r, and noting that the lever arm equals r, we find 
the torque to be 

.3 d ^ h © 

13 



Since ehe angular momentum In the region between any two radii r. and r„ 

is constant, the Inflow of angular momentum is independent of r: 

3 d 
pQirv + 2irvi  r" ^ (J  = C 

The  solution of  this  equation  is 

.  2-Re .  2 
rV = Alr    +R^2 

(11) 

(12) 

where Re = pur/u is the Reynolds number expressed in terms of the radial 
velocity component, and 

A2 = C/(2irM). 

Since Re = pQ/(27rM), Re is independent of r. 

If v = v for r = R (large radius, where flow is injected) and v = v for 
R ' O 

r - r  (small radius, where exit conditions may affect v), we may express 

tie result as follows: 

rv = Rv,, 

-© 
Re-2 

1 + 

© 
Re-2 Re-2 

+ r v 
o o 

Re-2 

© 
Re-2 Re-2 (13) 

For large Re and R>r>r , with r not too close to r , rv = Rv , approxi- 

mately. That is, v has approximately the same value it would have in a 
nonviscous flow, and this is true even for small radii. 

14 



ALTERNATIVE PRINCIPLES 

Several principles were thought of whereby fluldlc rate sensors may be 
possible, utilizing rapidly rotating flows.  These are grouped into two 
major categories: 

I. With moving solid parts. 

II.  Without moving solid parts. 

FLUIDIC RATE SENSORS WITH MOVING SOLID PARTS 

In Category I, the moving solid parts move only a very short distance. 
Various designs are possible, and these may be subdivided into two groups: 

Analogy to gyroscope. 
Coriolis pressure gradient. 

Analogy to Gyroscope 

In a gyroscope, the rotor has angular momentum P about a horitontal axis 

(x-axis). A torque T about the horizontal y-axis constitutes a rate of 

change of P , and causes a precession about the vertical z-axis with the 

angular velocity 

n - Ty/Px (14) 

The rotor is mounted in gimbals so that a torque T may be applied about 

the z-axis, causing precession about the y-axis.  Torque T will occur if 
z 

the gimbals are mounted in a rotating coordinate system which rotates 
about the z-axis.  However, T will be reduced to zero if the rotor is made 

z 
to precess about the z-axis with the same angular velocity.  In a gyroscope, 
precession about the y-axis is detected and brought to zer.» by applying torque 
T that causes the required precession about the z-axis. The applied torque 

T is a measure of the angular rate Ü  of the rotating coordinate system, 

in accordance with Equation (14). 

An equivalent point of view that yields the same result is to consider the 
Coriolis force experienced by each small element of volume of the rotor. 
The net force (thrust) on the rotor is readily seen to be zero, but a net 
torque T is found about the y-axis.  This torque, if left unbalanced, 
would cause a precession.  The torque that must be applied to prevent pre- 
cession is T = - T and is given by Equation (14). 

15 



Equivalently, one may say that to an observer situated In the rotating 
coordinate system. It appears that Corlolls forces are supplying angular 
momentum at the rate 

(T)  = (dP/dt) = P x ß 
— c    —   c  —  — 

(15) 

where T, P and Ü  are vectors and the subscript c stands for Corlolls. 

One may make a fluid gyroscope by replacing the gyroscope rotor by a 
tube with fluid flowing through It, as In Figure 7.  The Corlolls force 
experienced by each element of fluid In the loop of tube Is transmitted 
directly to the tube wall. 
Figure 7. 

The method of sensing T Is not shown In 

FLEXIBLE JOINTS 

LOOP OF TUBE 

Figure 7.  Fluid Analogy to Gyro Rotor. 

The tube may be bent into a helix of several (say n) turns. Instead of a 
single turn. The total angular momentum P is n times that in one turn, 

and the resulting torque is also n times as large, so that Equation (15) 
still holds. 

Figure 8 shows a further development of the same principle. Fluid enters 
the plenum and passes through slots into the swirl chamber. Several discs 
are connected to each other by rods, forming a rigid assembly that can 
move inside the swirl chamber.  Flow swirls Inward in the spaces between 

the discs and then passes through the central holes in the discs to the 

16 



swirl chamber exit. Motion of the disc assen^ly (which constitutes the 
moving part) is limited by any of various means.  In Figure 8, for 
example, the assembly is supported on a gimbal or pivot, so that it can 
rotate about the y-axis (perpendicular to the page). The sensors gen- 
erate the torque T required to prevent rotation. 

FLOW 

PLENUM ROD 

Figure 8.  Swirl Flow Fluid Gyro. 

Figure 9 shows a possible sensor arrangement for the swirl flow fluid 
gyro. Movement of the disc toward the sensor increases the pressure 
P applied to sensor area A, generating a torque P^ about the y-axis. 

If pressure P» occurs in the other sensor, the torque applied to the 

discs is 

= (P1-P-)AR (16) 
yd 1 V 

In Figure 8, T is transmitted by the fluid partly to the discs and partly 

to the end faces of the swirl chamber, the discs and the chamber end faces 
sharing T in proportion to their surface areas (counting both sides of 

each disc).  If A, and A are the total disc area and the total swirl 
d     s 

chamber end face area, respectively, 

T  = - T  :::  
yd     c A, + A (17) 

Thus, (?,-?„) is a measure of T and therefore of fi. 
'12 c 
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HIGH   PRESSURE 

 X— 
SUPPLY   RES. 

DISC 

SENSOR 

Figure 9.    Torque Sensor, 
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The angular Boaentuai that can b« stored  in the nrirl chaaber  ia coopareble 
to that In a snail gyroscope.     Conaequandy,  sensitivity approaching 
that of a gyro should be possible. 

Coriolis Pressure Gradients Device 

Since  this device was briefly  studied cxperiMrntally,   its  theory  is given 
on page 23. 

FLUIDIC RATE SENSORS WITHOUT HOVINC SOLID PAItTS 

The concepts described above  require only very MM 11 ■otiooa  in the aovlng 
parts and appear   in  theory  to be capable  of   practical  develoysnt.     Never- 
theless,  devices with no aovlng solid parts are attractive.     Lat  Q be the 
volumetric  flow  rate  through a swirl  chaaber of VOIOM V  in which angular 
momentum £ is  stored In the  fluid.     The  flow rate of  angular  aomentua Into 
the chamber  is T, If  the Coriolis  torque  Is T    and  the chamber  surfaces 

in ^     __c 
apply torque T , the flow rate of angular aoaenttai at (he exit aur t be 

T   - T.  ♦ T ♦ T  - 4r (P) (18) 
out  _ln  _s  _c       dt - 

If thr fluid viacoaity ia low, we aay naglact shear forces, ao that chaa> 
ber surfaces only apply preaaure forcea, which are normal to the surface. 
For a spherical chaaber, such forces are all dlrectvd toward the center 
of the chamber.  It follows that T • 0. 

T.  dependa only on Inlet geometry, and is not affected by ...  If .. 
in 

changes suddenly froa one steady value to another, d(P)/dt will differ 
from zero for a time on the order of V/Q, the time required to replar* 
the fluid in the  chaaber.  Eventually, however, P will aeauae a now 
steady value, so that apart froa tranaient effecta, d(P)/dl • 0. 

If H » 0, T - 0 ao that T   • (T .)  • T. .  Per u # 0. we have T  , • 
C OUt     OUt O     In .ul 

T,  •♦■ T ao that 
in   c 

T . - (T  )  ♦ P ■ U (If) 
out    out o      — 

With the coordinate ayataa of Plgure 10, and unit vectors I, ±,  k, we have 

(T  )  • 1 T<Ä (20) 
out o  - in 

? • i rB <ii) 

is 



r 

fi = k n (22) 

Pxfi ■ -1  P fl 
 **-    X 

(23) 

Then 

T        =  i TJ     -  IP  n 
out      —    In      ^ x 

(24) 

The term -iP Ü  Indicates that the outflow direction deviates from the 
*'- x 

x-direction. 

CENTER 
OF 

CHAMBER 

,S CENTER OF EXIT 
ORIFICE 

n(UNIT VECTOR) 

CTION 

Figure 10. Outflow From Swirl Chamber. 

Let n be the unit vector in tha direction of the outflowing stream of 
speed W. The linear momentum flow rate of the outflow is npQW/g, and 
this is directed through the center of the exit orifice, the location 
being given by the vector R = iR drawn from the center of the chamber. 

This results in a contribution (R) x (npQW/g) to the outflow angular 
momentum flow rate, T  . 

out 

The magnitude of the angular momentum due to rotation of the outflowing 
let about its own axis is T , contributing n T to T  .  The sum of J o 0 — o    out 
these contributions is T _, so that out 

i T.     - iP fi 
—    in      ^    x 

Letn-in    +in    +kn —      —    x      ^    y      —   z 

Ci x n) Re^w + n T -   -    g       _ , (25) 

2C 



Then 

IT,     -IPfl-kn   ^SH _ j n   h£M +ln    T   +jn    T    +kn    x 
—    in     ^   x        —   yg ^   z    a —   xo-'-yo—    zc 

(26) 

The Individual components of  this equation are 

T,     = n    T 
in        x    o 

(27) 

.p ft . ..„   MSW + n   T 
x z   g y   o 

(285 

0-n    ^W+n    T 
y   g z   o 

2   2   2 
where n  + n  + n  =1 since n is a unit vector, 

x    y    z — 

(29) 

(30) 

Solving the first three of  the last four equations for n  ,  n ,  and n , 
2 x    y z 

the fourth equation becomes a quadratic equation in T , so that n , 

n , n , and T are easily solved for exactly, 
y  z      o ' 

For small Ü,  we then find the following approximate solutions: 

T » T, 
o   in 

n = 1 
x 

(31) 

(32) 

n 
P Ü 
x 

RpQW 

I 8 J 

in 
+ T in 

(33) 

p n 
X 

Mü]   + x 2 

Mw 

I 8 J in 

(3A) 

Let T ■ V/Q, the time required to replace the fluid in the chamber.  Let 
R be the chamber radius and V the inlet velocity. 

Then 
T,  = ^ VDRQ and P - T,  x 
in  g R       x   in 

(35) 

and 
n-i HT W 

fw 1 2 
+ 1 

n    M " z W 2 
+  1 

V 

ki kJ 
(36) 
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The n i plane determined by the outflow direction and the x-axis is 
tilted with respect to the xy plane through an angle tan (n /n ). In 

—1 2 7 1/2 
the n _i plane, the outflow direction makes angle sin (ny + nz ) 

with respect to the x-axis. This angle is a maximum when W<^<VR, the angle 

then being ftx (for small £2T). If W = VR, the angle is reduced to UT//Z. 

The deflection of the emerging jet by an angle on the order of fit should 
be readily detectable by a pair of pressure sensors symmetrically placed 
along the axis of the jet. The distance through which the jet is de-
flected will be the product of the angle and the distance L' from the 
exit orifice to the pressure sensors. This will cause a delay x' = L'/W. 
By making V and W large enough, T' can be made small. This is an advan-

tage over the usual jet-type rate sensor in which the deflection distance 
would be AT' L'. 

One problem has to be solved before the foregoing theoretical design can 
be put into practice; namely, the emerging jet tends to cavitate because 
of its rapid rotation. 
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CORIOLIS PRESSURE GRADIENT DEVICE 

In Figure 11, let v be the tangential flow velocity in the annular swirl 
chamber. The angular momentum of the fluid is 

P = (— /R) (2ir RL AR) 
x g 

(37) 

P, 1 

CYLINDER 
6IMBAL J 

i 
INLET PLENUM 

AR 

T 
FLOW 

•-I P 

ANNULAR SWIRL CHAMBER 

Figure 11. Coriolis Pressure Gradient Device. 

With angular velocity of the rotating coordinate system U about the 
z-axis, the Coriolis torque about the y-axis (into the paper) is 

T = 
c 

P $2 
x 

(38) 

Neglecting the end clearances between inner cylinder and housing, and 
considering the inner cylinder and housing to be rigidly connected, the 
torque T£ must be due to the pressure distribution on the annular areas 

on the end faces, with radial dimension AR. 

The maximum and minimum pressures P^ and P^ differ by 
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P -P„ - 2 £ vU2 (39) 1 2    g 

The inner cylinder has a pressure distribution on its surface.  If the 
inner cylinder is now made free to rotate about the y-axis, and is re- 
strained by the torque-measuring system discussed earlier In connection 
with Figure 8, the pressure distribution will generate a torque which we 
will now derive: 

Select cylindrical coordinates 0 and x with 0 - 0 in the z-direction. 
Let P(i),x) be the pressure on the surface of the inner cylinder at co- 
ordinates 0 and x.  Then, because of the Coriolis pressure gradient, 

P(0, -x) - P(ü,x) - ^&i co80 (A0) 
B 

The torque on the inner cylinder is then 

3 
Tc l  - -j^2 l2o*   (2x)-(P(ü,-x) -P(0,x)) RcosOdO dx - - ^ pV —    (41) 

T  ,     ,2 
SXl - —k_ (42) 
T    6R AR K     ' c 

In this derivation, AR is assumed to be small compared to R.  By making 
L large compared to R, we can make T 1 much larger than T . The rea- 

son for this is tluit In magnitude T is the difference between the magni- 

tude of T   (counterclockwise in Figure 11) and the torque T on the 

housing (clockwise).  If the magnitudes of T 1 and T. are nearly equal, 

each must be much larger than the difference. 
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EXPERIMENTS WITH SWIRL CHAMBER 

Experiments were performed with the swirl chamber (shown in Figure 12) 
installed in the water tank. Some aluminum parts were pitted during the 
experiments. Component parts are shown in Figure 13. The outside dia-
meter of the outer chamber is 6-1/4 inches, the inside diameter of the 
inner chamber (upper right in Figure 13) is 3 inches and the inside length 
is 5 inches. 

The front and back ends were similar, so that the inserts shown in Fig-
ure 14 could be installed at either end. The insert installed in the 
back end in the first experiments is not shown. It contained a pair of 
small pressure-sensing he es separated by 1/8 inch straddling the 
chamber axis, and connected to manometers with air over the free sur-
faces of the water to permit differential pressure changes to be read. 
The front end contained the lower right insert shown in Figure 14. At 
most, a small differential pressure change was observed when the swirl 
chamber was rotated about a vertical axis. 

Two explanations for this observation seemed to be possible: 

1. The hollow space along the axis due to cavitation, which was 
clearly visible, extended beyond the pressure-sensing hole. 

2. The orientation of the flow axis is "clamped." That is, it 
cannot rotate because it must pass through the center of the 
chamber, as well as through the center of the exit hole. 

To test these explanations, we replaced the exit hole with the off-center 
hole and with the small hole (lower left and upper right in Figure 14). 
The off-center hole tilted the flow axis and yielded a pressure differen-
tial. The small centered hole raised the pressure inside the chamber and 
reduced the diameter of the cylindrical cavitation, but a substantial 
pressure differential did not result when the swirl chamber was rotated. 

The lower insert in Figure 14 is a slot with slightly off-center pres-
sure taps. This was tried to see whether rotation of the swirl chamber 
might cause the flow axis to shift along the slot. No appreciable ef-
fect was observed, however. This was attributed to very stable centering 
of the flow through the center of the slot. 

The upper and the upper left inserts in Figure 14 were then tried on the 
basis that with two exits, the flow would be less stably centered and 
more responsive to disturbances tending to shift the flow axis. Pres-
sures were read from the taps 1/8 inch apart at the back end of the 
chamber. With the larger pair of holes, no response was found when the 
swirl chamber was rotated. With the smaller pair, the flow axis tended 
to oscillate between the two holes, producing a pulsating output at the 
pressure taps. 

This observation encouraged the view that a suitably shaped exit orifice 
would be nearly neutral in regard to the orientation stability of the 



Figure 12. Swirl Chamber 





Figure 14. Swirl' Chamber Inserts 



flow axis. Accordingly, the figure-eight orifice shown in Figures 12 and 
13 was tried. One of the pressure taps is visible in Figure 12 just 
above the narrow waist of the orifice. The other tap is symmetrically loca-
ted just below the waist. A pressure difference of several inches of water 
was observed between these taps when the swirl chamber was rotated. 

Various visual observations were made on the cavitation region, which 
clearly marks the flow axis. In one observation, the off-center orifice, 
was used at the front of the swirl chamber and the small centered ori-
fice was used at the back. 

As viewed from the front, the swirl was clockwise. With the off-center 
hole at "six o'clock," the cavitation region was curved, approximately 
planar, going upward and to the right at about "two o'clock" from the 
exit hole. 

The curvature of the flow axis, and the fact that it did not lie in the 
plane defined by the center of the cavity and the centers of the exit 
holes, suggested that greater sensitivity to rotation of the chamber 
might be found either with the pressure taps located near the center of 
the chamber rather than the end face, or with the exit port at the cen-
ter of the chamber. Either of these would require connections to the 
center of the chamber, which might interfere with the swirl flow. A 
good deal of effort was spent in an attempt to develop a theoretical 
understanding of the shape of the flow axis, but the problem has not been 
solved. 

After the observations with the swirl chamber in the water tank, the 
swirl chamber was transferred to the rate table, as shown in Figure 4. 
Two pressure transducers were provided, one for each output port of the 
figure-eight orifice. Unfortunately, because of damage to one of the 
pressure transducers, only one transducer was usable. It was attached 
to one of the output taps of the figure-eight orifice. With maximum 
available flow through the chamber, a small signal was obtained when 
the rate table was rotated rapidly (about 7 deg/sec). The figure-eight 
orifice was then modified by smoothing all sharp edges. Substantial 
signals were obtained with various rotation rates; however, the signals 
were very noisy. With electronic filtering to remove high-frequency 
components, the output trace shown in Figure 15 was obtained by switch-
ing back and forth between the two directions of rotation of the rate 
table. 

In view of the slow response (due to the filtering) and the high rate-
table speed, the signal-to-noise ratio appears to be smaller than ulti-
mately desired, by a factor on the order of 2000. Nevertheless, the 
principle of the method of angular rate measurement has been clearly 
demonstrated. 

The figure-eight orifice was then replaced by the orifice probe shown 
in Figure 16. Flow is from left to right. Only a small part of the 
flow is supposed to exit through the axial tube. Most of the flow 
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RATE TABLE SPEED 2.4 deg/»ec 
CHART PAPER SPEED 5 mm/sec 

Figure 15. Electronically Filtered Output Trace With 
Figure-Eight Orifice. 

should leave through the banana-shaped slots surrounding the base of the 
tube. The purpose of this design was to minimize the "clamping" effect 
that the exit design has on the swirl flow axis. Initial observations 
were not substantially better than those with the figure-eight orifice, 
but after some rounding of the conical entrance where it joins the cy-
lindrical exit passage, a much larger output signal was obtained, with 
about ten times as much sensitivity as that obtained with the figure-
eight orifice. Here sensitivity is to be understood as follows: with 
the rate table turning at a given speed, its direction of rotation is re-
versed. The output signal then requires some time to shift to a new 
equilibrium value. The signal-to-noise ratio divided by the product of 
time required for the shift times the angular rate is taken as a measure 
of sensitivity. In contrast to the figure-eight orifice which yielded a 
sensitivity that was lower than that ultimately desired by a factor of 
about 2000, the corresponding factor with the orifice probe was about 
200. 

30 

• 



. S 0 0 0 - " 

k± 
9 0 0 0 - VIQ..ZC I 

VIQ So I 

(C 
o 

o 
o 

<D 
rO 
O 
M 

PU 
(1) 
U 

•H >-• 
o 

0) 

00 

GDI 
GDI 

31 



OBSERVATIONS WITH CORIOHS  PRESSURE GRADIENT DEVICE 

The experimental Coriolis pressure gradient device shown in Figure 17 
was constructed and mounted on the rate table.    The core was made of ny- 
lon and was  provided with balancing slugs   (not shown)  so  that  it could 
be balanced  both when submerged and  in air.     Thus,  buoyancy  forces  should 
not   create any   torque. 

8   OiA 

I 

SWIRL CHAMBER 
r-WATER INLET 

CAP 

1 

T L!J 

WATER 
OUTLET 

6 n 
i" 
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PLENUM CHAMBER 

END CAP 
/ JUL.        Z /        __ 

]—rYy¥7'] / 
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4" OIA.      /    15" SPH. R 

CORE —PIVOT 

WATER INLET 
-13" 

-WATER 
PASSAGE 

PRESSURE   TAP ASSY. 

ORIFICE PROBE 
/ / 

JL 

CORE 
[\ DEFLECTOR 

Figure 17.  Experimental Coriolis Pressure Gradient Device. 

A few '..ilviiu-, systfins and deflecting systems were tried to detect the 
small deflection of the core and to generate unbalanced pressures and 
apply them to the deflecting system.  The deflecting arrangement that was 
tried last is illustrated in Figure 17. 

The principal difficulty encountered was that with swirl flow present, 
the core experienced a torque that was too large to be overcome by the 
deflecting arrangement.  This was especially true at first, when the ple- 
num chamber was fitted witli only one water inlet, and was partially 
alleviated by the addition of the second inlet on the opposite side, as 
shown.  Lven after the addition of the second inlet, the core tended to 
remain tilted as far as possible in either direction; that is, it was 
bistable rather than self-centering. 
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It appeared,   therefore,   that  the valving arrangement and  the core de- 
flector must constitute a  circuit with sufficient gain  to overcome  the 
instability of  the core in  its  centered position.     The  core deflector 
arrangement  shown in Figure  17 appeared to accomplish   this.     However, 
the  pressure in one  leg of   the  core deflector was  extremely noisy when 
observed by  the pressure   transducer and strip  chart   recorder.     The  noise 
masked any signal  that may  have been generated when   the   rate  table was 
operated. 

The  severe noise  is attributed  to  the  inlet design,   which   is  probably 
conducive  to  turbulence.     It would  seem desirable   to  enlarge  the  plenum 
chamber and provide smooth  turns  for the inlet  flow.     However,   time and 
funds  did not permit  pursuing  this  further. 
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CONCLUSIONS 

Several concepts have been considered for using vortex flow in an angular 
rate sensor. Experiments were performed with some of them using a water 
tank and a simple rate table. 

The concept of the vortex axis jet angular rate sensor (VAJARS), in which 
the inner of two concentric jets is rapidly rotated, led to experiments 
with concentric vortex chambers in the water tank, '-'ith the aid of flow 
visualization, it was found that the inner (axial) jet of the VAJARS did 
not have sufficient rotational speed, and that turbulence appeared to be 
a disturbing factor as well. The oOter jet could be made to rotate more 
rapidly, but this caused cavitation and flow reversal along the axis. 

A swirl chamber was tested with various exit orifice designs. The first 
successful orifice was the figure-eight design and the next successful 
orifice was the orifice probe. These are described in the body of the 
report, and led to sensitivities that were lower than ultimately desired 
by factors on the order of 2000 and 200, respectively; however, the prin-
ciple of the device was successfully demonstrated. 

The theory of the swirl chamber is that the axis of the swirl flow lags 
behind the axis of the chamber when the chamber is subjected to an 
angular rate about another axis, and theoretically, the desired sensi-
tivity is achievable. A theoretical examination of two-dimensional swirl 
flow shows that with sufficiently high Reynolds number, viscous shear 
forces have a negligible effect on velocity distribution. 

Theoretical discussion is also given for two additional concepts: a 
gyroscope in which the rotor is a fluid, and a swirl chamber supplying 
an external jet, the deflection of which is proportional to the angular 
rate and the time it takes for the inlet flow to replace the fluid in 
the swirl chamber. 

Finally, the pressure gradient generated in an annular swirl chamber by 
Coriolis forces is the basis for a "moving parts" device with high 
theoretical sensitivity. Brief experimental efforts encountered diffi-
culties that could not be ironed out in the remaining time; namely, 
an instability in the positioning of the moving part and noise due to 
turbulence in the flow. However, these are not difficulties in princi-
ple and it should be possible to overcome them. 

It was shown experimentally that a very sensitive flow velocity probe can 
be made, based on the iodine-iodide redox system. The probe sensitivity 
was an order of magnitude greater than would have been useful in the 
present study. 
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